History of original corner establishnent:
Corner established in November, 1884 by H.D. Gradon under G.L.O. Contract \#517. Surveyor's General's notes state: "A Spruce 8 ins. in diam. which I marked $1 / 4 \mathrm{~S}$ on N face for $1 / 4 \mathrm{Sec}$. corner, from which: A Spruce 8 ins. in diam bears $N 20^{\circ}$ E, $31 k s$. dist marked $1 / 4$ S.B.T.. A Spruce 6 ins. in diam. bears $S 50$ E, 121 ks . dist marked $1 / 4$ S.B.T."

DIAGRAM
T3N R40E
$1 / 4 \frac{54}{59}$

Description of corner evidence found:
Found $8^{\prime \prime}$ down tree scribed $1 / 4 S$ and rotton stump with hole at foot of tree, from which: A $10^{\prime \prime}$ spruce snag bears $N 35^{\circ} \mathrm{E}, 2.0$ feet.

Broken part of snag on ground reads " 4 S".

Description of monument and accessories I established to perpetuate the original location of this corner: (At stump hole)
Set $2 \frac{1}{2} " 1$ x $30^{\prime \prime}$ galvanized pipe with brass cap marked: Set pipe $25^{\prime \prime}$ in the ground.

No rock in the area.

> T3N R4OE
> $1 / 4 \frac{S 4}{S 9}$
> OR PLS 1051
> 1978

From which: A Fir $16^{\prime \prime}$ in dia. bears $N 10^{\circ}$ E, 62.8 feet, scribed $1 / 4 S 4 B T$. A Fir $11^{\prime \prime}$ in dia. bears $560^{\circ} \mathrm{W}, 80.9$ feet, scribed $1 / 4 S 9 B T$. Painted blazes red and 611 red band around. Placed $54-3$ s and $54-4 \mathrm{~s}$ on BTs. Placed brass washer stamped PLS 1051 on foot blazes. Placed $54-2$ and 54-4 on steel fence post $5^{\prime}$ West of corner. Placed 54-5 on tree 30 ' West of corner. Marked 54-3 on snag and set down corner tree against snag and painted scribing red. Corner is on North side of East-West fence.

I hereby certify that the above corner
 monument was reestablished as herein described.

Witnesses: David L. Landers
Dan T. Rowland
October 13, 1978


History of original corner establishment: Index: E-11
Goner established in 18a4 by Gradon. His notes read: A Sortie $e$ ins. in diam. which I marked $1 / 45$ on $N$ face for th a sec. Garner, from which:

| DIAGRAM | 1 |
| :---: | :---: |
| TEN FLOE | 1 |
| SA | 1 |
| $1 / 4-59$ | 1 |
| OR FRS 1051 | 1 |
| 1978 | 1 |
|  | 1 | A spruce 9 ins. in diam. bears NEo ${ }^{\circ} \mathrm{E}, 3$ ks. dist. marked $1 / 45 \mathrm{ET}$. A Spruce $\epsilon$ ins. diam. bears $550^{\circ} E$, 12 lis. dist. marked $1 / 45$ ET.

In 990, FLt 1051 remonumented this corner. His record reads:
Found $b^{\prime \prime}$ dom tree scribed $1 / 4 S$ and rotten stump withal hole at foot of tree, from which:
snag an around

set 2 "/2 " $x$ 30" galvanized pipe with brass cap marked: see diagram: set pipe $2=$ in ground. No rock in the area. From which: A Fir $16^{\prime \prime}$ in da. bears N10 E, EZ. 8 feet, scribed $1 / 4$ SA ET.
A Fir li" in da. bears $560^{\circ} \mathrm{W}$, 80.9 feet, scribed $1 / 4$ Sg ET.
Found the iran pipe as described with brass cap stamped as shown in the diagram. From this monument:
A $3^{\prime \prime}$ doh White Fir. NS '44.E, ES. 2 ', with healed blaze.
A tE" doh white Fir, S56 $46^{\prime}$ W. 81.2', with healed blaze.
Description of monument and accessories I established to perpetuate the original location of this corner:

The bearings were based on the recorded bearing between section corner to the east and this quarter corner as remanded by FulLs 1051 in Union bounty survey 79-79. I set the following new witness trees: A $7^{\prime \prime}$ doh Ponderosa Fine bears N410 19'W, 10. B' $^{\circ}$ scribed $1 / 4$ St ET; A $7^{\prime \prime}$ doh Engleman Spruce bears 5540 O2'E, 28. $6^{\circ}$ scribed $1 / 4$ Sg ET.
A aluminum washer stamped FL S ge is nailed between the letters $B$ and $T$ on the new trees. All four trees have LSM and ET signs attached.
Fainted E" red bands around all four trees and painted the scribe
blazes red.
Thees wort was done August 7,1592





